


 

Firewood used in solid fuel heating is a cost-efficient, 
renewable, and environmentally friendly energy source. The 
length of firewood can vary from 0.3 to 0.5 m with a boiler 
model. The age of firewood must be more than a year i.e. 
moisture content must be less than 25% (note that a freshly 
felled tree has a moisture content of approx. 50%). Using too 
wet firewood requires more cleaning while decreasing 
efficiency and increasing fuel consumption. Apart from 
moisture, a heating value should be also taken into account 
when using firewood. Birch has the highest heating value of 
all. Other tree species (pine, fir, alder, and aspen) are also 
employed in this type of heating. 
 

30 years with the benefit from state-of-the-art manufacturing 
technologies. 

You will definitely find the right solution for both new buildings 
and those under reconstruction out of the wide range 
(capacity 25 kW to 45 kW, firewood length 0.3 m to 0.5 m). 
 

from conventional top-combustion boilers to firewood-
saving and environmentally friendly rotary combustion 

fired boilers can be always connected to heat storage 
tanks for recharging. The storage tank size should be 
selected based on the installation site and boiler 

energy-efficient manner while producing heat and plenty 
of domestic hot water simultaneously. 

JASPI Solid Fuel Boilers 

The line of Jaspi solid fuel boilers has been expanded 

The line of Jaspi solid fuel boilers has been improved for over 

boilers (including a pyrolysis boiler). Jaspi wood/coal-

capacity. Reliable and advanced, the Jaspi solid fuel 
boiler connected to one of our heat storage tanks (Jaspi 
GTV, Ovali or ThermoStore) is a proven system that works 







 

Solar system connection examples. Do not use as a detailed installation drawing.

Jaspi Ecowood 25 with a thermal storage tank and a separate hot water cylinder

Jaspi Econature with a heat storage tank and electric immersion heaters or a heat pump as an additional energy source

Jaspi Econature with a thermal storage tank and solar thermal panels

Jaspi YPV 40 with a thermal storage tank  




